CONTOL CENTER MECHANICAL ROOM VENTILATION

FIELD MATERIAL
DEVICE TAG  QTY CODE MUMBER DESCRIPTION

TOILET EXHAUST FAN EF-705

EFTAC W CAPACITY SERVICE

EF-705  1/4 1300 CFM  TOILETS/LOCKERS
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\ NOTE:
MANUAL START/STOP FOR EXHAUST FAN EF~709, 710 & 711

START/STOP SMTCH AND INSTALLATION BY OTHERS

EP-2 1 v-241¢-2 VALVE, SOL. AIR, 3-vAY

P3-1 1 BZ-1000-6 ENCLOSURE} B8-1/4°X6-1/4°

TE-3 1 TE-6000-4 SENSOR, 1000 OHM ¢/~ .2SZ
1 T-4002-2126 COVER NI HIRIZ CONC NO-T
1 TE-6001-4 ELEMENT HOLDER F/TE &

1S-1-18-2 4 T6JIC LINE VOLTAGE THERMOSTAT

18-3-78-4 6 T26A-14C LINE VOLTAGE THERMOSTAT

PANEL MATERIAL

DEVICE TAG  QTY CODE MUMBER DESCRIPTION

EP-1 1 v-241¢-2 VALYE, SOL. AIR, 3-VAY

R-1 1 HGAGAL ALLEN BRADLEY RELAY-ALLEN-

SEQUENCE OF OPERATIONS

TEMPERATURE SVITCHES, TS-1 AND TS-2 VILL CYCLE EXHAUST FANS, EF-701, 703,

706 AND 707 TO MAINTAIN A SPACE TEMPERATURE OF 80 F.(ADJUSTABLE)

DHAUST FAN EF-708, 710, 711 WILL BE MAUALLY START/STOP

WHEN THE EXHAUST FANS EF~701, 703, 706, 707, 709, 710, 711 START THE ASSOCIATED DAMPERS WRL OPEN.
WHEN THE EXHAUST FAN EF-707 STARTS THE ASSOCATED OUTDOOR AR DAMPER WRLL OPEN.

THE TORET EXHUAST FAN EF-705 WLL BE STARTED AS SOHEDULE BY THE KCS.

WHEN THE EXHAUST FAN EF-705 STARTS THE ASSOCATED DAMPER WRL OPEN.

TEMPERATURE SVITCHES, TS-3 VILL CYCLE UNIT HEATERS, UN-703,704,706 AND 707.
TEMPERATURE SVITCHES, TS-4 VILL CYCLE CABINET UNIT HEATERS, CUH-701 AND CUM-702

:mﬂ RODM TEMPERATURE, TE-3 VILL BE A POINT OBJECT ON THE ICS

CABINET UNIT HEATERS WITH VALVE UN-701 & 702

UNIT HEATERS WITH VALVE UN-703,704.706 & 707
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